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A Series Led Stadium Floodlight Specification

Products Images and Size

Application
General flood lighting, corridor lighting, security
lighting, and roof top lighting. Can also be used as a
high bay. System Light Efficacy 150 LPW. Flexible,
Modular Design. Multiple Choice of Optical Lenses.
Easy Installation & Maintenance.

Product size

Technical data

Item No Power LED Source LED Qty Input Vol Power Factor
MS-SL300W-A01 300W Philips 3030 LED 504 PCS AC90-305V ≥0.9

Beam angle CCT CRI Material Lumen Certificate IP Warranty
15/40/60/90/49*21/136*78° 3000~6000K >75 Aluminium 140~150lm/W CE ROHS IP65 5 years

300W
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Application
General flood lighting, corridor lighting, security
lighting, and roof top lighting. Can also be used as a
high bay. System Light Efficacy 150 LPW. Flexible,
Modular Design. Multiple Choice of Optical Lenses.
Easy Installation & Maintenance.

Product size

Technical data

Item No Power LED Source LED Qty Input Vol Power Factor
MS-SL400W-A02 400W Philips 3030 LED 672 PCS AC90-305V ≥0.9

Beam angle CCT CRI Material Lumen Certificate IP Warranty
15/40/60/90/49*21/136*78° 3000~6000K >75 Aluminium 140~150lm/W CE ROHS IP65 5 years

400W
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Application
General flood lighting, corridor lighting, security
lighting, and roof top lighting. Can also be used as a
high bay. System Light Efficacy 150 LPW. Flexible,
Modular Design. Multiple Choice of Optical Lenses.
Easy Installation & Maintenance.

Product size

Technical data

Item No Power LED Source LED Qty Input Vol Power Factor
MS-SL500W-A03 500W Philips 3030 LED 840 PCS AC90-305V ≥0.9

Beam angle CCT CRI Material Lumen Certificate IP Warranty
15/40/60/90/49*21/136*78° 3000~6000K >75 Aluminium 140~150lm/W CE ROHS IP65 5 years

500W
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Application
General flood lighting, corridor lighting, security
lighting, and roof top lighting. Can also be used as a
high bay. System Light Efficacy 150 LPW. Flexible,
Modular Design. Multiple Choice of Optical Lenses.
Easy Installation & Maintenance.

Product size

Technical data

Item No Power LED Source LED Qty Input Vol Power Factor
MS-SL600W-A04 600W Philips 3030 LED 1008 PCS AC90-305V ≥0.9

Beam angle CCT CRI Material Lumen Certificate IP Warranty
15/40/60/90/49*21/136*78° 3000~6000K >75 Aluminium 140~150lm/W CE ROHS IP65 5 years

600W
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Application
General flood lighting, corridor lighting, security
lighting, and roof top lighting. Can also be used as a
high bay. System Light Efficacy 150 LPW. Flexible,
Modular Design. Multiple Choice of Optical Lenses.
Easy Installation & Maintenance.

Product size

Technical data

Item No Power LED Source LED Qty Input Vol Power Factor
MS-SL700W-A05 700W Philips 3030 LED 1176 PCS AC90-305V ≥0.9

Beam angle CCT CRI Material Lumen Certificate IP Warranty
15/40/60/90/49*21/136*78° 3000~6000K >75 Aluminium 140~150lm/W CE ROHS IP65 5 years

700W
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Application
General flood lighting, corridor lighting, security
lighting, and roof top lighting. Can also be used as a
high bay. System Light Efficacy 150 LPW. Flexible,
Modular Design. Multiple Choice of Optical Lenses.
Easy Installation & Maintenance.

Product size

Technical data

Item No Power LED Source LED Qty Input Vol Power Factor
MS-SL800W-A06 800W Philips 3030 LED 1344 PCS AC90-305V ≥0.9

Beam angle CCT CRI Material Lumen Certificate IP Warranty
15/40/60/90/49*21/136*78° 3000~6000K >75 Aluminium 140~150lm/W CE ROHS IP65 5 year

800W

mailto:sales@ledmosun.com
http://www.ledmosun.com


MOSUN TECHNOLOGY CO., LIMITED
Add: Floor 5A, Building 4, Huafeng Zhen Bao LED Industrial Park, Bei Huan Rd, Shiyan Town, Bao’an District,

Shenzhen, Guangdong, China, 518108 Mobile : +86 18123631995 Tel: 0086-755-23013952

Email: sales@ledmosun.com Website: www.ledmosun.com7

Application
General flood lighting, corridor lighting, security
lighting, and roof top lighting. Can also be used as a
high bay. System Light Efficacy 150 LPW. Flexible,
Modular Design. Multiple Choice of Optical Lenses.
Easy Installation & Maintenance.

Product size

Technical data

Item No Power LED Source LED Qty Input Vol Power Factor
MS-SL900W-A07 900W Philips 3030 LED 1512 PCS AC90-305V ≥0.9

Beam angle CCT CRI Material Lumen Certificate IP Warranty
15/40/60/90/49*21/136*78° 3000~6000K >75 Aluminium 140~150lm/W CE ROHS IP65 5 years

900W
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Application
General flood lighting, corridor lighting, security
lighting, and roof top lighting. Can also be used as a
high bay. System Light Efficacy 150 LPW. Flexible,
Modular Design. Multiple Choice of Optical Lenses.
Easy Installation & Maintenance.

Product size

Technical data

Item No Power LED Source LED Qty Input Vol Power Factor
MS-SL1000W-A08 1000W Philips 3030 LED 1680 PCS AC90-305V ≥0.9

Beam angle CCT CRI Material Lumen Certificate IP Warranty
15/40/60/90/49*21/136*78° 3000~6000K >75 Aluminium 140~150lm/W CE ROHS IP65 5 years

1000W
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Package

Item MS-SL300W-A01 MS-SL400W-A02 MS-SL500W-A03 MS-SL600W-A04 MS-SL700W-A05 MS-SL800W-A06 MS-SL900W-A07 MS-SL1000W-A08

Package Qty 1 PCS 1 PCS 1 PCS 1 PCS 1 PCS 1 PCS 1 PCS 1 PCS

GW 11 KG 13 KG 15 KG 17KG 21 KG 25KG 29KG 32KG

Inner Box

Size(mm)
630*450*190MM 630*540*190MM 630*630*190MM 740*630*190MM 820*630*190MM 920*630*190MM 1030*620*190MM 1120*650*190MM
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Installation Instructions

Attention:

1) Be sure disconnect power before installing, don’t construction with electricity.
2) Product working voltage is AC90~305V,50/60Hz，Please do not exceed the working voltage range.
3) Input product line, brown is L ,blue is N, yellow-green is GND.
4) Be sure wiring is closed and prevent leakage, when installing.
5) The lamp can not be used in violation of any fire regulations.
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